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�A�p�p�l�i�c�a�t�i�o�n�s

�F�e�a�t�u�r�e�s�,� �A�d�v�a�n�t�a�g�e�s� �a�n�d� �B�e�n�e�f�i�t�s

Weatherford's patent-pending �S�l�i�c�k�P�u�m�p tool is a downhole 
hydraulic pump-setting tool designed for running on various types 
of wireline.
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 �

Tool eliminates the need for explosives, battery packs, and 
timers for improved safety, transportability, and reliability.

Actuation by reciprocation enables use on slickline, braided line, 
or heavy-duty wireline, saving money in comparison with 
electric-line operations.

Hydraulic setting pressures up to 5,000 PSI (34,474 kPa) enable 
setting of hydraulic packers, plugs, or hydraulic devices.
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Non-explosive setting of packers, plugs, and cement retainers 
typically conveyed with electric line

Non-explosive actuation of tools typically conveyed with electric 
line and requiring pressure for actuation

�T�M�S�l�i�c�k�P�u�m�p� �S�e�t�t�i�n�g� �T�o�o�l

�S�p�e�c�i�f�i�c�a�t�i�o�n�s

OD

(in.)

Weight

(lb/ft)

OD

(in./�m�m)

Overall Length

(ft/�m)

Standard Thread

Connections

2-3/8 4.7 to 6.2
1.750
�4�4�.�4�5

2-7/8 6.4 to 7.9
2.150
�5�4�.�6�1

3-1/2 9.2 to 12.7
2.563
�6�5�.�1�0

Tubing Tool

13.8
�4�.�2

5/8-in. sucker rod
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